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test. During the testing of the upper rudder power units it was determined that the linear position transducer slide was not free to move resulting in an over-tolerance of the phase log test. No other discrepancies were noted. Testing of the elevator power control units showed no discrepancies except that the transducer output voltage was low and the autopilot override velocity timing was slow.

Testing of the ten flight spoiler actuators revealed that the Nos. 4 and 5 and Nos. 10 and 11 units did not pass a cold soak test. Further, the internal piston of the No. 10 actuator was broken and when power was applied the actuator went to the extended position.

The leading edge slat selector valve was recovered with the slide assembly in the retracted position and the No. 3 left hand slat actuating cylinder was found with the piston rod locked in the retract position.

The electrical stabilizer trim actuator was tested to stall torque specifications of 600-650 inch pounds in clockwise and counter clockwise directions. The unit stalled at 480 inch pounds clockwise and 456 inch pounds counter clockwise. Both the main stabilizer and autopilot cruise trim switches were found in the "on" position.

Two attitude indicators were recovered. One showed evidence of a 74-degree right bank and the other of 53-degree left bank. The second indicator showed a pitch attitude of approximately 5 degrees nose up. A master heading indicator was recovered and displayed a heading of 260 degrees on a test stand with a selected course of 251 degrees. Both automatic direction finding receivers were recovered. One was found set at approximately 390 kcs. and the other at approximately 780 kcs. The mode selector was in the loop position.










[image: ]

[image: ]

Retrieved from "https://en.wikisource.org/w/index.php?title=Page:NTSB_Aircraft_Accident_Report,_United_Airlines_Flight_389.pdf/23&oldid=7950309"


		Category: 	Validated




	





	Navigation menu

	
		

	
		Personal tools
	

	
		
			Not logged in
	Talk
	Contributions
	Create account
	Log in


		
	



		
			

	
		Namespaces
	

	
		
			Previous page
	Next page
	Page
	Discussion
	Image
	Index


		
	



			

	
	
		English
	
	
		
		

		
	



		

		
			

	
		Views
	

	
		
			Read
	Edit
	View history


		
	



			

	
	
		More
	
	
		
		

		
	



			

	Search

	
		
			
			
			
			
		

	




		

	

	

	
		
	

	

	
		Navigation
	

	
		
			Main Page
	Community portal
	Central discussion
	Recent changes
	Subject index
	Authors
	Random work
	Random author
	Random transcription
	Help
	Donate


		
	



	

	
		
	

	
		
		

		
	




	
		Tools
	

	
		
			What links here
	Related changes
	Special pages
	Permanent link
	Page information
	Cite this page
	Get shortened URL
	Download QR code


		
	




	
		Print/export
	

	
		
			Printable version
	Download EPUB
	Download MOBI
	Download PDF
	Other formats


		
	



	

	
		In other languages
	

	
		
		

		

	










		 This page was last edited on 18 August 2018, at 21:55.
	Text is available under the Creative Commons Attribution-ShareAlike License; additional terms may apply.  By using this site, you agree to the Terms of Use and Privacy Policy.




		Privacy policy
	About Wikisource
	Disclaimers
	Code of Conduct
	Developers
	Statistics
	Cookie statement
	Mobile view



		[image: Wikimedia Foundation]
	[image: Powered by MediaWiki]






